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SPECIFICATIONS:

MURAL REPEAT: Every 3 panels - 72" horizontally, 127" vertically

MURAL SCALE: Can be adjusted via client’s request

MURAL COLOR: Can Pantone color match background via client’s request

Wallpapers are printed on custom length, fixed width panels (standard size is 127"H x 24"W)
Wallpapers do not come in a repeat roll
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STANDARD PANEL SIZE:

24" x 127
60.96 x 322.58 cm
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STANDARD MURAL SIZE:
12" x 12T
182.88 x 322.58 cm
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PANEL 2

/4

PANEL 3
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CONSTRUCTION:

Ultra-white embossed vinyl face with laminated fabric baking. backing is
poly-cotton woven or polyester/pulp non-woven depending on face emboss.

INSTALLATION:

Standard commercial wallcovering pastes, primers and techniques. For indoor
use in environmentally controlled spaces.

TYPE Il PROPERTIES:

Passes all criteria for WA 101 Type Il properties including:

o Break Strength e Tear Strength e Cold Crack ® Heat Aging

e Shrinkable e Stain Resistance e Coating Adhesion e Colorfastness
e Washabhility e Scrubability ® Blocking e Crocking
SPECIFICATIONS:

Federal Specification: CCC-408-D Type II*
WA Specification: WA-101, NSF/ANSI 342 Sustainability Standard
NFPA Life Safety Code 101*

FIRE TESTING:
e ASTM-E84 Tunnel Test Passed Class A
e EU Class Flame (EN15102)  Passed Class B, s2

© BS4T76 Parts 6&7 Passed all requirements
e CAN/ULC-S102 Passed all requirements
SUSTAINABILITY:

NSF-342 Certified for Silver compliance for all 200z wallcovering constructions
HPD - Health Production Declaration available

EPD - Environmental Production Declaration available

Low VOC - Meets California CDPH Standard for Schools and Offices

Meets or exceeds EU Toxicity standard

Naphthalene free formulation

Prop 65 complaint

Manufactured without the use of Brominated flame retardants
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